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NO

KJ/m

0.01

0.008

180

550

MPa

MPa

Compressive Strength

Modulus Of Elasticity

Flexural Strength at RT

Tensile Strength

DIN 53456

DIN 53444

DIN 53453

DIN 53455

450

320

MPa

MPa

MPa

TE
C
H
N
IC

A
L
D
AT

A
SH

EE
T

Insulation Resistance

Dielectric Constant at 50 MHz

Dielectric Constant at 1 MHz

Service Temperature (MAX)

Shearing Strength (Parallel)

Izod Impact Strength

Absorption 23-C In Water-Saturation

Food Compliance

UV Stability

Water Absorption in air 50% r.h.

Density

Glass Fabric (Epoxy)Raw Material

Electrical Properties

Thermal Properties

Mechanical Properties

General Properties

DIN 53482 ohm

DIN 53483

DIN 53483

Average

DIN 53453

DIN 53455

FDA/BfR

DIN 53715

DIN 53495

DIN EN ISO 1183 1.85

65

55

22000

0

0.02

YES

1.00e+10

Chemical Machinery
General Machinery Parts
Battery Insulation Partition
Heating Plates

Applications:
Excellent Dielectric Properties
Excellent Mechanical Properties
Heat & Moisture Resistant
Good Machinability

Characteristics:

G-Etronax EP 11


